
6604 without Cord
6654 with Cord
6615 Metal Detectable with Cord
6644/6645 PlugStation®
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® The random color pattern is a registered trademark of Moldex.
NASCAR® is a registered trademark of The National Association for Stock Car Auto Racing, Inc.

NRR 33. Highest
independently tested NRR.

Extra-soft, low-pressure
foam for comfort and fit.

Tapered shape for easy
insertion and removal.

Shaped to fit even very
small ear canals.

Non-irritating smooth 
surface.

Available with or 
without cord. Cord 
is securely and 
cleanly attached.

®
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6654

6604

6644

SOFT COMFORTABLE FIT.
SparkPlugs® earplugs are made of

extra-soft, extra light foam. Their tapered
shape fits easily in the ear canal, and
seals gently and snugly without pressure.

They’re so comfortable you’ll forget
you’re wearing earplugs.

INDEPENDENTLY TESTED: NRR 33.
SparkPlugs earplugs offer a high 

NRR 33, making them suitable for most
noisy environments. So, while they look
like fun, they provide serious protection.

OUR TRACK RECORD IS PERFECT
FOR NASCAR.

Bright yellow and green colors make
for winning compliance to your hearing
protection program. When it comes to
comfort and compliance, nobody beats
Moldex to the finish line.

Available with or without cord. Cords
are securely and cleaning attached.

®



TECHNICAL SERVICE
For technical assistance, information and training materials, call
Moldex Technical Service Department, 800/421-0668 ext. 550 
or 310/837-6500 ext. 550.

PACKAGING
6604 SparkPlugs
1 Pair/Pouch
200 Pairs/Box
10 Boxes/Case
2000 Pairs/Case

6615 SparkPlugs Metal Detectable with Cord
1 Pair/PolyBag
100 Pairs/Box
20 Boxes/Case
2000 Pairs/Case

6645 PlugStation
500 Pairs/Dispenser
4 Dispenser/Case

DISTRIBUTED BY:

6604 without Cord
6654 with Cord
6615 Metal Detectable with Cord
6644/6645 PlugStation®

LIMITED WARRANTY
IMPORTANT NOTICE TO PURCHASER
This limited warranty is made in lieu of the warranties of 
merchantability, fitness for particular purposes and all other
warranties, express or implied. There are no other warranties
which extend beyond the description on the face hereof. The physi-
cal standards and specifications of Moldex will be met by products
sold. Exclusive Remedies: damages for the breach of this limited
warranty are limited to the replacement of such quantity of Moldex
products proved to be defectively manufactured. Except as provided
above, Moldex shall not be liable or responsible for any loss, 
damage, or liability, direct, indirect, incidental, special, or conse-
quential, arising out of sale, use, or misuse, or the inability to use
products by the user.

MOLDEX-METRIC, INC. 
10111 W. Jefferson Blvd.
Culver City, CA 90232
800/421-0668  310/837-6500
FAX 310/837-9563  
www.moldex.com  e-mail: sales@moldex.com
Moldex, SparkPlugs, PlugStation and the random color patterns are registered
trademarks. NASCAR® is a registered trademark of The National Association for
Stock Car Auto Racing, Inc.
Made in the U.S.A.  9700-739 REV J 1/06

In Canada:
Pacesetter Sales & Associates
20 Arthur Hall Drive
Sharon, ON L0G 1V0
Tel: 905/478-8042  Fax: 905/478-8010
www.pacesettersales.com

MEAN ATTENUATION DATA OF SPARKPLUGS®

Independently tested in accordance with ANSI S3.19-1974 by
Michael & Assoc., Inc., State College, PA.
EPA Noise Reduction Rating 33 decibels.

s! WARNING

Use this laboratory-derived attenuation data for compar-
ison purposes only. The amount of protection afforded in
field use often is significantly lower depending on how the
protectors are fitted and worn. 

Failure to follow all instructions could result in hearing
loss or injury. 

Failure to obtain a proper fit will reduce effectiveness 
of hearing protectors and could result in hearing loss or
injury.

SparkPlugs must only be used as part of a hearing 
conservation program that complies with applicable local
safety and health regulations. 

Overprotection can be dangerous. The wearer must be
able to hear warning signals.

Wearers with hearing loss should exercise extreme 
caution.

It is the employer’s responsibility to ensure that the type
of hearing protector and its NRR is appropriate for the
user in their particular workplace.

Use caution when working around machinery or other
equipment to ensure neck cord does not become caught
or entangled.

Failure to follow these warnings could result in serious
injury or death.

Frequency (Hz) 125 250 500 1000 2000 3150 4000 6300 8000

Real Ear
Attenuation (dB)

42.3 43.7 46.6 40.9 38.6 44.7 46.9 49.3 48.3

Standard
Deviation (dB) 

5.0 6.0 5.8 4.2 2.8 3.2 3.3 4.2 3.6

6654 SparkPlugs with Cord
100 Pairs/Box
20 Boxes/Case
2000 Pairs/Case

6644 PlugStation
250 Pairs/Dispenser
6 Dispenser/Case
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